
THE LATEST GENERATION IN FOREIGN OBJECT
INSPECTION, ALSO FOR PLASTICS

Automated foreign object detection

360 degree all-round view

MultiCheck receives a signal from the multihead
weigher that the weighing pans are opening. This 
triggers the start of the image capture sequence. 
Four high-resolution cameras and a powerful LED 
lighting unit are used to ensure an all-round view 
when products fall into the multihead weigher.

One image sequence of the product is recorded
per drop. In addition, multi-recording of each drop 
ensures that foreign objects that are concealed 
within the material fl ow are also detected.

MultiCheck detects a wide range of for-
eign objects from a size of 2 mm x 2 mm, in 
particular parts made of hard and soft pla-
stics. The system checks for defi ned colours 
(blue and red) with its algorithms: as long as 
the foreign object is a different colour to the

product and background, it is reliably detected. 
Our MultiCheck complements common foreign 
object systems such as X-ray and metal detec-
tors by detecting plastic to maximise the quality of 
your production.
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Your benefits

Detection in real time

If the system identifies a foreign object made of 
plastic or other materials based on its colour, it 
sends a signal that can be used either for re-
jection or to stop the system, depending on the 
customer‘s requirements. The system‘s paten-
ted technology is based on image processing 
software that communicates in real time with the 

machine control unit. This is how MultiCheck en-
sures the immediate removal of foreign objects 
from the production line. A picture of the foreign 
object found is also displayed on the operator ter-
minal. Foreign object statistics are available on 
the system.

Fully automated inspection
MultiCheck takes over HACCP-compliant for-
eign object detection, standardised according 
to defined evaluation criteria and independent 
of a human inspector.

Real-time inspection of all products
MultiCheck inspects the product flow in free
fall, largely eliminating concealments.

Easy-to-integrate technology 
MultiCheck can be integrated into most com-
mon multihead weighers and is fully functional 
with minimal operator input.

Extra confidence in safety MultiCheck
reliably detects foreign objects based on colour 
and regardless of density or material, including 
particles of hard and soft plastics.

Early elimination of foreign objects 
The foreign object check as the last step before 
packaging achieves a higher level of safety, as 
no more foreign objects get into the product af-
terwards.

Documentation of the test processes
All detected foreign objects are stored in an exter-
nal database and can be viewed on the software 
as images and statistics. Integration into custo-
mer systems is possible.

You can find more
information here
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POWERFUL
IMAGE PROCESSING SOFTWARE

AUTOMATION. EASY. FLEXIBLE.

Everything in view during the quality check

Foreign object detection must be reliable at the 
high cycle rates that prevail in advanced food 
manufacturing. The Ai-assisted image processing 
in MultiCheck guarantees this. It does not tire and 
always evaluates in the same way.

MultiCheck automates optical quality inspection 
as a complete turnkey solution that requires little 
interaction during normal operation. When starting 
the test, the operator selects the current format 
on the software. If found, a picture of the foreign 
object is displayed and it must be acknowledged.

Selection of the current format via user input.
Automation via OPC-UA is possible.

Display of detected foreign objects with an
acknowledgement function when found.

Adjustable runtime statistics by camera.

Display of the system status.

Error patterns can be saved on the
system or in the network.

Minimal effort in the event of incidents, as the
system provides support in the form of
automatic validation reminders, maintenance
notices and clear error messages.

System protection through various password-
protected levels for operation and  
administration.

Scope of functions
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The result of each optical inspection with subse-
quent evaluation via the software is stored in an 
internal database and enables statistical long-
term evaluation for the objective assessment of 
long-term quality assurance measures. In additi-
on, statistics on foreign objects found can be ex-
ported daily.

This helps to continually improve the quality of 
production. The images of the detected foreign 
objects are stored locally for a defi ned period of 
time and can also be stored on a server.

Complete traceability

We see more.

By checking immediately prior to packaging,

MultiCheck achieves a very high level of safety.
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EASY INTEGRATION 
INTO YOUR PROCESS CHAIN

Detection according to the highest hygiene standards

Let‘s shape the future
together!

MultiCheck can be integrated seamlessly with 
little effort and offers optimum effi ciency for all 
food applications. The compact and spacesaving
camera system is placed directly inside the 
multihead weigher. MultiCheck therefore provides 
an optimal view of the falling products without 
coming into contact with them.

The environments in the food industry are 
characterised by a multitude of hygiene 
requirements. In particular, acids, alkalis and 
high-pressure cleaners are used. 

A camera system including lighting must be able 
to withstand these conditions. For this purpose, 
CLK has developed robust housing that can 
withstand the most adverse conditions.

Housing of the camera system made of
stainless steel (V4A) with a protection class
similar to IP69.

Compact control cabinet with IP69 protection
class for high-performance computers and
electrics.

The system is individually adapted to the
multihead weigher.

Hygienic cable routing is possible.

Scratch-resistant acrylic or Makrolon panes
in front of the cameras for a long-lasting view
and easy maintenance.

Use at temperatures of -18°C
to +30°C is possible. Intelligent fl ash control
ensures undisturbed working even in the 
immediate

Customer satisfaction is our top priority. Our 
highly qualifi ed development team is always on 
hand for customers. By using fl exible hardware 
and software, we can adapt our systems optimal-
ly to your requirements.

Our competences range from turnkey automati-
on solutions with fully integrated components to 
special or series solutions and detailed feasibility 
studies.
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Detectable foreign object size 2 x 2 mm ²

Maximum number of cycles 100 drops per minute

Operating temperature -18° C bis +30° C

Relative humidity Max. 95 %

Housing materials V4A stainless steel, acrylic glass, FDA 
compliant silicone seals

System size Variably adaptable to almost any multihead
weigher

Lighting unit Individually replaceable LED modules

Flash frequency > 70 Hz (irritation-free for humans)

Protection class Camera unit: Similar to IP69
Control cabinet & terminal: IP69

User input Touch screen or remote connection

Operating system Windows 10

Data transmission 10 GB LWL

Connection options (drop signal, results output, fault messages)

Power supply 230 VAC / 50 Hz

Typical rated power Typical rated power

Feature Specifi cation

Technical data

www.clkgmbh.de
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LET‘S SHAPE THE
FUTURE TOGETHER!

MultiCheck

CLK GmbH
Zur Steinkuhle 3  48341 Altenberge

Tel.+49 2505 93620-10  Fax +49 2505 93620-15
info@clkgmbh.de  www.clkgmbh.de

QUALITY IS OUR ISSUE. 
DON’T LET IT BE YOURS.


